Junction tightening and
footpath widening works
currently in progress.

relocated to outside of
school zore.

Junction tightening by
providing new kerb lines and
| 3.0m radii curves.

Footpath to continue across
vehicular entrance to s¢

Placemaking at front of schcol entrance
including providing seating area and low
level planting to be designed.
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Tree pits to be installed
in addition to other SUDS

s in scheme.
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Install signage for
notification of
closure times, etc.
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School Street Operation

A School Street is a road outside a school where there are temporary
restrictions on vehicular traffic at school drop-off and pick-up times. This
creates a safe environment for children, parents and residents to walk,
scoot or cycle during these times.

The proposed works outside Glér na Mara school will improve traffic
calming at all times, and will create a renewed public realm/school street
during school times.

Proposed times for closure of the School Street to traffic

Monday to Friday 08:15-09:15 & 13:15-14:45
Last week in August to last week in June annually

rdestrian crossing point. Roa
to be provided as per Traffic
nual Chapter 7 (August 2019)

Pencil bollards to be installed on
both sides of road to discourage

? parking. Extent of pencil bollards
to be determined.
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Glor no Mara, Tramore, Co. Waterford

Safe Routes to School

Date: June 2022

Foireann Taistil Ghniomhach | Active Travel Team

Combhairle Cathrach & Contae Phort Lairge | Waterford City & County Council
Contact: ActiveTravel@waterfordcouncil.ie
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This proposed layout is subject to change at the detailed design stage.

This drawing is copyright of Waterford City & County Council and is for information only. Unauthorised
printing, copying, sending or projecting of this drawing is prohibited.
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Junction tightening by
providing new kerb lines and
4.5m radii curves.
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/& Point to be relocated to the ;/ AR
west along Convent Hill. /
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| Driving lanes to be /
reduced to 3.0m wide
throughout scheme.
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Install signage for
notification of
closure times, etc.

Junction tightening by
providing new kerb lines and |
4.5m radii curves. /\/

Existing pedestrian crossing
point to be relined and new |
tactile paving to be installed.

Existing footpath

Proposed areas of
new footpath

School zone with high-friction
surface treatment

Raised pedestrian crossing points

Tactile paving at pedestrian
crossing points

Sustainable Urban Drainage
areas and green areas

Proposed tree planting




